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TO:         ALL NAPOLEON DEALERS AND INSTALLERS      

SUBJECTS: GD82 AND THE GD-222R OR THE GD222
   GD-222 GROWS TALLER

             BGD33-3 NAILING TABS CHANGE
          VS47KT NOW INCLUDED WITH THE GD36

Effective immediately!  The GD82 is now approved for installation using either the GD-222 Square or the
GD-222R Round terminal for side wall terminal applications.  Now architects and designers can choose
between either of these asthetically pleasing terminals.

With the increased clearance requirements of 2" above the Direct Vent 4" & 7" Vent Pipe, the installation
often necessitates the use a terminal extension plate to completely cover the opening in an outside
combustible wall.  To address this issue, we have revised the design of the GD-222 Wall Terminal so that
the top of the plate is an additional 2 ½" taller making the overall dimensions of the terminal cover plate 11"
wide by 13 ½" tall.  This running change will become available as current inventory levels are depleted.

The two  “L” bracket nailing tabs that were traditionally included with each BGD33 Direct Vent Gas
Fireplace have been replaced by the same nailing tab frame that we have been using on the GD33.  This
change will save time during the installation as it is no longer necessary to attach the nailing tabs to the
fireplace.  More importantly, this change will make the opening size for both the BGD33 and the GD33
consistent ( 29 5/8" H X 34 1/4" wide) and eliminate any confusion that may occur when the opening is pre-
framed.  Look for this continuous improvement change in new inventory identified as the BGD33-3.

The VS47KT (Vent Sleeve 4" & 7" Kit) is now included with all GD36 Direct Vent Gas Fireplaces.
Designed to meet the needs of a through an outside wall installation of direct vent pipe, this shield  ensures
proper clearances are maintained in a combustible wall by keeping insulation and combustible materials the
minimum distance away from the vent pipe.  Introduced as a replacement for our original Vent Pipe Shield,
this inclusion with the GD36 means that it is no longer necessary to order the VS47KT separately.  Look
for this change to be identified by a label on the GD36 carton stating that the VS47KT is included.

For more information regarding these or any of our other Napoleon Products, please contact our Technical
Department at: 1-888-721-8324.  (Dealers and Distributors only please)


